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TEXTURE BLACK
POWDERCOAT

 FLAT PATTERN DISCLAIMER
AS INDIVIDUAL MANUFACTURERS TOOLING MAY
VARY WIDELY IT IS THE MANUFACTURERS
RESPONSABILITY TO DETERMINE CORRECT FLAT
SIZES OR WHETHER THE SUPPLIED FLAT
DIMENSIONS ARE ACCURATE
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AIRFLOW RACK ASSY. 45RU 600 X 1100

CRS-3369
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FRONT VIEW DOORS REMOVED

600

2145

BRUSH SEALED CABLE
ENTRYCUTOUTS BOTH SIDES

4 x CABLE PASS THROUGH
CUTOUTS - REQUIRES ACCESS
FROM BOTH SIDES TO REMOVE
COVERS

DOMED DOOR

FRONTREAR

BARN DOORS

VERTICAL MOUNTING RAILS
LABELED RACK UNITS
SLIDE INTO POSITION AND
LOCK IN PLACE WITH THUMB
SCREWS

BAYING HOLES
ACCESSABLE WITH
RAILS FITTED

ALL DOORS, SIDEPANELS AND ROOF
COME WITH EARTH LEADS
ATTACHED TO M6 STUDS ON
WELDED FRAME

REMOVABLE LOCKABLE
SIDE PANELS - END OF
ROW AND INTERMEDIATE
WITH PASS THROUGH
CUTOUT VERSIONS

PROVISION FOR
TOOLESS MOUNTING
OF POWER RAILS

FULLY WELDED
RACK FRAME

BRUSHED SIDE CABLE
PASS THROUGH ON
FRONT VERTICAL RAILS

RACK SHOWN WITH OPTIONAL
BARN DOORS - ALL DOORS
ARE INTERCHANGEABLE
FRONT TO REAR AND LEFT
TO RIGHT OPENING

RACK FOOT PRINT DETAIL

BOLT DOWN HOLES

ADJUSTABLE
FEET POS.

150 X 150 CABLE ENTRY
WITH COVER PLATE

FRONT DOOR PERFORATED TO 65% MIN. OPEN AREA
FITTED WITH INTERNAL PIN REMOVEABLE HINGES
AND 4 POINT LOCKING WITH SWINGHANDLE
ALTERNATELY AVAILABLE ON REQUEST FITTED WITH
KABA MAS AUDITCON 2  SERIES ROUND 252 LOCK

LEFT SIDE VIEW PANEL REMOVED
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