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SECTION A-A
ADDITIONAL  FASTENERS AND HARDWARE REQUIRED FOR COMPLETION
2 OFF DOOR HINGES PT.NO. EMKA- 1110-U3    (OR CL-230-2 )
4 OFF M5 SERRATED FLANGE HEX NUTS (HINGE TO DOOR)&(ROD MOUNT BKTS TO CABINET)
2 OFF M5 X 10 HEX SCREW (HINGE TO CABINET)
4 OFF M6 X 14 THUMB SCREW BLACK AND INTERNAL SHAKEPROOF WASHER (V.RAILS TO H. RAILS)

SPOTWELD HOR.
RAILS AS SHOWN
STAGGERED
WELDS EVERY
50mm APPROX.

ASSEMBLY PROCEDURE -
SPOTWELD HORIZONTAL RAILS TO
BODY HALVES.
TIGWELD  BODY HALVES
TOGETHER ON INNER CORNERS
ONLY.
CHECK SIZE 600mm OVERALL
MINIMUM GAPS IN CORNERS
SPOTWELD BODY HALVES
TOGETHER, THEN FUSION WELD
OUTER CORNERS.
MASK THREADS
POWDERCOAT BODY, THEN FIT
V.RAILS AND DOOR

SPOTWELD
(RSW) EVERY
50mm
APPROX.
 2 PLACES

*

TIG WELD
CORNER ONLY
8 PLACES

WELD INTERNAL
CORNERS SMALL
FILLET 8 PLACES.

DOOR

*

*

*

*

SECTION B-B

1
2

2
1

3
4

4
4

Item Number Document Number Revision Title Quantity
1 12-600-001 4 BODY HALF 12RU 600 DEEP 2
2 12-DR-007 3 DOOR PERPEX  ASSEMBLY 12RU 1
3 12-VR-002 1 12RU VERTICAL RAIL 4
4 600-HR-003 2 HORIZONTAL RAIL 600 DEEP 4
5* M6 DOME NUT ---- M6 DOME NUT 2
6* M6 FLAT WASHER - ZP M6 FLAT WASHER - ZP 2

564.3

*

*

*

*

*

*

*

*

*

*

*

*

*

602.7

21

600

600

200

147

4

90

422.7

90

105

105
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Item Document Number Rev. Title Material Quantity
1 12-600-001 4 BODY HALF 12RU 600 DEEP 2
2 12-DR-007 3 DOOR PERPEX  ASSEMBLY 12RU 1
3 12-VR-002 1 12RU VERTICAL RAIL 4
4 600-HR-003 2 HORIZONTAL RAIL 600 DEEP 1.5 MS 4
5* M6 DOME NUT ---- M6 DOME NUT ZP 2
6* M6 FLAT WASHER -

ZP
M6 FLAT WASHER - ZP 1.2 ZINC SEAL 2


